USB DFU Update procedure for driver 4.82.0. The latest driver MUST be installed for this to work
correctly.

Step 1.

Open the application MSB_ProUSB_DFU_Tool.exe.

Name Dat:
M MSB_ProUSB_DFU_Tool.exe 1/1.
] MSB_ProUSB_DFU_Tool.xml 3/4,

B/ MSB_ProUSB_V2.0_DFU_file_final.bin 3/4,



This is the first page you see. Verify that the Current Firmware: version is older than version v2.00

M USB Audio Device Firmware Upgrade

Device
Manufacturer: MSB Technology
Product: MSB ProUSB V1.3B
VID/PID: 0x6B42/0x0042
Serial number:
Current Firmware: v1.00
Firmware

C:\Users\Jonathan\Desktop\MSB ProUSB ONLY DFU Tool\MSB_ProUSB_V2.0_DFU file final.bin

Upgrade

Device opened.
Ready for firmware update from version 1.00 to 2.00.

I Start

Exit




Step 3.

If the Current Firmware is older than the new update file, click the start button. The data will transfer
and once complete, you will only be able to “Exit” the DFU tool

M USB Audio Device Firmware Upgrade X
Device
Manufacturer: MSB Technology
Product: MSB ProUSB V1.3B
VID/PID: 0x6B42/0x0042
Serial number:
Current Firmware: v1.00
Firmware

C:\Users\Jonathan\Desktop\MSB ProUSB ONLY DFU Tool\MSB_ProUSB_V2.0_DFU_file_final.bin

Upgrade

Device opened.
Ready for firmware update from version 1.00 to 2.00.

Entering upgrade mode...
Upgrading firmware...
109504 of 129024 bytes transferred.

Exit
M USB Audio Device Firmware Upgrade X

Device

Manufacturer: MSB Technology

Product: ProUSB V2.0

VID/PID: 0x6B42/0x0042

Serial number:

Current Firmware: v2.00
Firmware

C:\Users\Jonathan\Desktop\MSB ProUSB ONLY DFU Tool\MSB_ProUSB_V2.0_DFU_file_final.bin

Upgrade

Device opened.
Ready for firmware update from version 1.00 to 2.00.

Entering upgrade mode...
Upgrading firmware...

129024 of 129024 bytes transferred.
Starting firmware...

Firmware upgrade finished successfully.

Exit




